TITLE
LANDING GEAR - DRAG LINK REPLACEMENT

EFFECTIVITY

Group A Airplanes:
The following airplane serial numbers were delivered with a suspect 1243600-1 Drag Link Assembly:

<table>
<thead>
<tr>
<th>MODEL</th>
<th>SERIAL NUMBERS</th>
</tr>
</thead>
<tbody>
<tr>
<td>206H</td>
<td>20608350 thru 20608353</td>
</tr>
<tr>
<td>T206H</td>
<td>T20609075 thru T20609105, T2069107, T20609110 thru T20609133</td>
</tr>
</tbody>
</table>

Group B Airplanes:
The following airplane serials that have had a replacement 1243600-1 Drag Link Assembly installed that was purchased from Cessna Aircraft Company between August 1, 2012 and July 17, 2014.

<table>
<thead>
<tr>
<th>MODEL</th>
<th>SERIAL NUMBERS</th>
</tr>
</thead>
<tbody>
<tr>
<td>205</td>
<td>205-0001 thru 205-0577, 641, 648</td>
</tr>
<tr>
<td>206</td>
<td>206-0001 thru 206-0275</td>
</tr>
<tr>
<td>(T)U206</td>
<td>U206-0276 thru U206-1444, U20601445 thru U20607020, 676</td>
</tr>
<tr>
<td>(T)P206</td>
<td>P206-0001 thru P206-0603, P20600604 thru P20600647</td>
</tr>
<tr>
<td>(T)207</td>
<td>20700001 thru 20700788</td>
</tr>
<tr>
<td>206H</td>
<td>20608001 thru 20608349</td>
</tr>
<tr>
<td>T206H</td>
<td>T20608001 thru T20609074</td>
</tr>
</tbody>
</table>

Also affected are all 1243600-1 Drag Link Assemblies in service facility stock that were purchased from Cessna Aircraft Company between August 1, 2012 and July 17, 2014.

REASON
Cessna has received reports of failure of the nose gear drag link. Failure of the nose gear drag link caused the nose landing gear to collapse forward and the propeller to strike the ground.

DESCRIPTION
This service letter provides parts and instructions to remove and replace the nose gear drag link assembly.

COMPLIANCE
MANDATORY. This service letter must be accomplished within 25 flight hours.
MATERIAL AVAILABILITY

Order the parts below to remove and replace the nose gear drag link assembly:

<table>
<thead>
<tr>
<th>NEW P/N</th>
<th>QUANTITY</th>
<th>KEY WORD</th>
<th>OLD P/N</th>
<th>INSTRUCTIONS/ DISPOSITION</th>
</tr>
</thead>
<tbody>
<tr>
<td>MS21042L5</td>
<td>1</td>
<td>Nut</td>
<td>Same</td>
<td>Discard</td>
</tr>
<tr>
<td>MS21042L6</td>
<td>1</td>
<td>Nut</td>
<td>Same</td>
<td>Discard</td>
</tr>
<tr>
<td>1243600-1</td>
<td>1</td>
<td>Drag Link Assembly</td>
<td>Same</td>
<td>Return to Cessna</td>
</tr>
</tbody>
</table>

NOTE: To receive warranty credit:
- Group A airplanes must return the removed drag link assembly to Cessna within the credit expiration dates shown below.
- Group B airplanes must return the removed drag link assembly to Cessna with proof of sale within the credit expiration dates shown below.

REFERENCES

Model 206H/T206H Maintenance Manual
Model 200 Series Service Manual (1960-1965)

ACCOMPLISHMENT INSTRUCTIONS

NOTE: Group A Airplanes, go directly to Step 2. Group B Airplanes go to Step 1.

1. (Group B Airplanes only) Look at the airplane paperwork to see if the airplane has had a replacement 1243600-1 Drag Link Assembly installed that was purchased from Cessna Aircraft Company between August 1, 2012 and July 17, 2014.
   A. If a suspect replacement 1243600-1 Drag Link Assembly was installed on your airplane or if you cannot tell for sure if a suspect replacement 1243600-1 Drag Link Assembly was installed on your airplane, go to Step 2.
   B. If a suspect replacement 1243600-1 Drag Link Assembly was not installed on your airplane, go to Step 5.

2. Prepare the airplane for maintenance.
   A. Make sure that the airplane is electrically grounded.
   B. Make sure that all switches are in the OFF/NORM position.
   C. Disconnect electrical power from the airplane.
      (1) Disconnect external electrical power.
      (2) Disconnect the airplane battery.
   D. Attach maintenance warning tags to the battery and external power receptacle that have "DO NOT CONNECT ELECTRICAL POWER - MAINTENANCE IN PROGRESS" written on them.

3. Remove and replace the 1243600-1 Drag Link Assembly. (Refer to the applicable sections of the maintenance/service manual.)

4. Remove the maintenance warning tags and connect the airplane battery.
5. Make an entry in the airplane logbook that states compliance and method of compliance with this service letter.
TITLE
LANDING GEAR - DRAG LINK REPLACEMENT

TO:
Cessna 206H, T206H, 205, 206, (T)U206, (T)P206, and (T)207 Owners

REASON
This owner advisory is to inform you that SEL-32-01 has been issued.
Cessna has received reports of failure of the nose gear drag link. Failure of the nose gear drag link caused the nose landing gear to collapse forward and the propeller to strike the ground.

DESCRIPTION
SEL-32-01 provides parts and instructions to remove and replace the nose gear drag link assembly.

COMPLIANCE
MANDATORY. This service letter must be accomplished within 25 flight hours.

LABOR HOURS
1.8 man-hours to remove and replace the nose gear drag link assembly.

WARRANTY
For all airplanes identified within the serial effectivity:
Applicable parts credit and a labor allowance credit of 1.8 man-hours per airplane will be provided to remove and replace the nose gear drag link assembly.

NOTE: To receive warranty credit:
- Group A airplanes must return the removed drag link assembly to Cessna within the credit expiration dates shown below.
- Group B airplanes must return the removed drag link assembly to Cessna with proof of sale within the credit expiration dates shown below.

Freight will be credited at the most economical method unless pre-approved by Cessna.

To receive credit, the work must be completed and a warranty claim submitted by a Cessna Authorized Service Facility within 30 calendar days of service bulletin compliance before the credit expiration dates shown below.

Domestic ................................................ August 15, 2015
International ........................................... August 15, 2015

Please contact a Cessna Authorized Service Facility for detailed information and arrange to have Cessna service letter SEL-32-01 accomplished on your airplane.

Access the QR code for the instructional video link that follows or use the URL address:
Select this link:


NOTE: As a convenience, service documents are now available online to all our customers through a simple, free-of-charge registration process. If you would like to sign up, please visit the "Customer Support Login" link at www.Cessna.com to register.